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ABSTRACT 


A survey of experimentally deterrnined values for the laminar 
burning velocity of premixed, laminar hydrocarbon-air and 
hydrogen -oxygen-nitrogen flames shows considerable scatter between 
results obtained by different investigators. Within the limits of 
experimental reproducibility of burning velocities, it is possible to 
correlate measured burning velocities on the assumption that a 
single rate-controlling cr global reacticn exists. Correlation of 
experimental data by use of a global reaction has been made on the 
basis of two simplified relations for the laminar burning velocity. 

The first relation was obtained by the use of an intuitive 
argument μμ on the idea that the laminar burning velocity is 
proportional to the square root of à second order reaction rate, with 
the rate-controlling reaction step depending on the first power of 
the initial fuel and oxygen concentrations. For lean mixtures the 
global activation energy was found to have a value of about 
22 Keals/mole, and for rich mixtures it has a value of roughly 
56 Kcals/mole. 

The second expression for the calculation of laminar burning 
velocity is based on a theoretical equation derived by Semenov for a 
thermal mechanism controlling flame propagation in rich hydro- 
carbon-air mixtures. Application of this relation leads to the 
conclusion that a global reaction with an activation energy of 
87 Kcals/mole correlates rich hydrocarbon-air burning velocities, 


well within the limits of reproducibility of experimental data. 





A study of the effect of the concentration of N, in the oxidizing 
mixture shows an apparent dependence of the global activation energy 
on the amount of diluent gas. This observation suggests that although 
good correlation of experimental data has been obtained, by using 
the concept of a global activation energy, the results are not of 
fundamental significance but should be regarded simply as useful 
empirical methods for correlating experimental data. It is possible 
that additional theoretical work will lead to a modified expression 
for the laminar burning velocity, which not only permits correlation 
of experimental data, but also yields a global activation energy which 


is independent of the concentration of inert diluents. 
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1l. INTRODUCTION 


During the last few years a large number oí articles describing 
experimental measurements of laminar burning velocity have been 
published. Theoretical studies have appeared which range in com- 
plexity and scope from obviously oversimplified physical pictures to 
very detailed theoretical studies carried out by J. O. Hirschfelder and 
his collaborators. (1), (11) Although the essential features of the analyti- 
cal problem are now well understood, and are described with great 
clarity in a paper by von Kármán and Millán, (iii) the relation of simpli- 
fied theories to the published experimental data has not been examined 
in great detail. Thus Hirschielder and his collaborators have shown 
that theoretical calculations lead to excellent agreement with experi- 
mentally determined laminar burninz velocities provided the detailed 
reaction kinetics is understood, as in the ozone flame, (ii) which was 
first studied by Lewis and von Elbe. (tv) For hydrazine and nitric 
oxide decomposition flames, results are obtained by making intelligent 
guesses about the nature of the rate-controlling reaction step. (11) 
However, for the most important class of premixed laminar flames, 
i.e., hydrocarbon-air flames, the detailed theories of flamme propaga- 
tion cannot be used because the chemistry of the reaction processes is 
not understood quantitatively. In fact, it appears unlikely that a 
molecular theory of flame propagation for hydrocarbon-air flames can 
be developed in the foreseeable future. 


In the absence of detailed kinetics data it is only reasonable to 


follow the suggestion of von Karman to attempt an empirical correlation 





IE 


of burning velocity data for hydrocarbon-air flames on the assurnption 
that a global reaction exists. It is the purpose of this paper to 
demonstrate that the concept of a global reaction in hydrocarbon-air 


flames leads to useful correlations provided lean and rich mixtures 


are treated separately. 
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I. LINEAR BURNING VELOCITY AND ACTIVATION ENERGY FOR 
THE GLOBAL REACTION ASSUMING A SECOND-ORDER RATE- 
CONTROLLING REACTION STEP PROPORTIONAL TO THE 
FIRST POWER OF THE INITIAL FUEL AND OXYGEN 
CONCENTRATIONS 


Theories of laminar flame ovale pein -У) generally lead to the 
result that the linear burning velocity, Su, is proportional to the square 
root of the specific reaction rate constant for the rate-controlling 
reaction step, evaluated at the adiabatic flame temperature Т. Wwe 
shall designate the quantity E appearing in the term exp (-E/ ¿RT .) as 
the activation energy for the global reaction. Experimental studies of 
the effect of pressure, p, on laminar burning velocity have shown 
either a weak dependence” for Su on p or else suggest, particularly 
for hydrocarbon-air flames, that 5u is independent of pressure. (vii) 
The latter results are well-known to be consistent with the idea that 
the rate-controlling reaction step is of the second order. For the sake 
of simplicity, and in the absence of quantitative information to the 
contrary, we shall assume that the rate-controlling reaction step is a 
second order reaction between fuel, F, and oxygen, O5, with the re- 
action rate determined by the initial concentrations of reactants. 
Quantitative relations for Su show that it is a function of co- 
efficients such as an effective thermal conductivity, an effective diffu- 
sion coefficient, an average heat capacity, etc. However, itis to be 
expected that these quantities may be treated, in first approximation, 
as constants independent of Т, for a given fuel-oxidizer system, as 
the mixture ratio is changed. Hence we postulate the following func- 


tional form for the lamínar burning velocity 





- ἃ[- 
Sus e'T, (e (No )* (Ny )* б!” ΗΝ (Ny) 


+ бг) [75 μα αν. {- E/2RT ) (1) 


where the parameter c' is independent of LN, and (Ντ), (No) and 
(Ny) denote, respectively, the total number of moles of fuel, oxygen, 
and nitrogen initially present in the combustible gases. In general we 
expect c* to be different for different reactive gases. 


Let 


ο | 


stoichiometric (2) 


represent the stoichiometric molar fuel to oxygen ratio. The equiva- 


lence ratio, o , is then defined by the relation 
ф = 00/00) | vr. (3) 


i.e., © represents the actual molar fuel to oxygen ratio divided by the 


corresponding stoichiometric ratio. We also introduce a parameter a 


` 


through the expression 
в = (чо W/ [(No d+ (Ny) ] (4) 
From Eq. (3) it follows that 
(м) = т (No) Ф 
whence 
(N)! (No yl? М (No,)r 1/2 ὁ 1/2 


and Eq. (1) becomes 





-Sio 
Su = có 1⁄2 τα {ΟΠΠ (бю) + (My) + Б exp (-E/2RT ) (5) 


where c = c!r 1/2 Replacing (N..) by (Νο ) $ and (Ny ) by 
P 2 2 
(1 - a)/a (Ny). Eq. (5) becomes 


Sus ce V? p. [а/а + аф) ] exe (-E/2RT ). (6) 


For fixed values of a (i.e., for air) it is apparent from Eq. (5) that 
the activation energy for the global reaction is determined by the 


relation 
E=-2R Qin [Su (1+ ασφ)/ 91/2 T. | / à (1/T.) (ба) 


where a has the numerical value 0. 21 for air. If a is not held 


constant then Eq. (6a) should be replaced by the expression 


E= -2R ó 1n [ει (1 + ar$)/ 21/2 ы! / д (1/т.). (6b) 


Application of Eq. (6a) to hydrocarbon-air mixtures will be 
described in the following Section IIA. The use of Eq. (6b) for lean ог 
stoichiometric hydregen-oxygen-nitrogen mixtures is described in 


Section ПВ, 


ПА. GLOBAL REACTIONS IN HYDROCARBON-AIR MIXTURES 


The attempt at correlating observed laminar burning velocities 
through a global reaction is greatly complicated by the lack of agree- 
ment between laminar burning velocities determined by different 
investigators and by the use of different axpacithenel techniques. 
This last remark is arnplified by reference to Figs. 1 to 4 in which 


laminar burning velocities Su, determined by different investigators, 





са 


are shown as a function of volume per cent o£ methane, propane, 
ethylene, and acetylene, respectively.* The volume per cent of fuel, 
Ук is related to the parameters о, r, and ó through the expression 


Ук = 100 aró/ (1 + arg). (7) 

The adiabatic flame temperature, T. was calculated as a 
function of y for a - 0.21 for various fuci to air mixtures by using 
standard procedures, which are, however, rather laborious to utilize (viii) 
The results of these calculations are plotted according to Eq. (6a) in 
Figs. 5 {ο 13 for methane, ethane, propane, pentane, ethylene, 
acetylene, propyne, 2,2,4-trimethyl pentane and benzene, respectively. 
Reference to the data given in Figs. 5 to 13 shows extensive scotter of 
the type which is to be expected on the basis of the discrepancies 
between the experimental data plotted in Figs. lto 4. Activation 
energies for the global reaction obtained for different fuels are listed 
in Table I. It is perhaps noteworthy that, in general, different acti- 
vation energies seem to be required for rich and lean mixtures and 
that greatly different activation energies are obtained by different 
investigators are employed (see, for skampe, the acetylene-air data 
plotted in Fig. 10, which yield activation energies between 33 and 
80 Kcals/mole for rich mixtures depending on the source of the data). 


in view of the scatter of the experimentally determined burning 


velocities it is not unreasonable to attempt a universal correlation for 


all hydrocarbon-air mixtures. The desired plot may be constructed 


* References referred to on the graphs are listed on reference sheet. 





s 


by shifting the calculated values of In E (1 + ars)/ АМ F г. | руа 
fixed amount for each fuel-air system. The resulting data аге shown 
in Figs. 14 and 15 for lean and fox rici. xy lrocarbon-air mixiunres, 
respectively. Reference to Figs. 14 and 15 shows that at least for 
rich mixtures, within the limits of reproducibility of burning velo- 
cities, it is possible to correlate measured burning velocities on the 
assumption that a global chemical reaction exists. For lean mixtures 
the global activation energy has a value of roughly 22 Keals/mole, 
whereas for rich mixtures the global activation energy is about 
56 Keals/mole. 
IB. THE GLOBAL REACTION IN RICH OR STOICHIOMETRIC 
HYDROGEN-OXYGEN-NITROGEN MIXTURES 

Burning velocities for hydrogen-oxygen-nitrogen mixtures, 
listed by Sachsse and Bartholomé, (ix) have been used in connection with 
Eq. (6b) to estimate the activation energy ior the global reaction. The 
resulting data are plotted in Fig. 16 and lead to a value of 
6.5 Kcals/mole for © in rich mixtures. It is perhaps noteworthy 
that the experimental data for the stoichiometric rıixture ratios do 


not fall close to the "best" curve drawn through the rich mixture data. 


8 


ІШ. ACTIVATION ENERGIES FOR THE GLOBAL REACTION IN 
RICH HYDROCARBON-AIR FLAMES, OBTAINED FROM THE 


SEMENOV EQUATION 


An approximate theoretical equation for laminar burning velocity, 


based on a thermal mechanism of energy transfer, has been piven by 


(xi) 


Semeno”) For a bimolecular reaction between fuel molecules and 
oxygen molecules, the equation may be written in the form. 


Su s E À PZa baro P Ke (tr amo) (A/C Pp i 
кб /a) (RT 2/E) exp (-p/RT O) | V? (8) 


where, for stoichiometric or fuel-rich mixtures (ó 2 1), a. and b,c 


are to be computed from the relations 


а ет a TI. (1 - 1/0 [1 - ат уыт, -т,)]| 
(9) 


b. | 


. 2 | 
н” n. F Te (кт, /EIT, To) 
The quantities аы, b rg; and b, are defined as the effective mean 
reactive fuel concentration, the effective mean reactive o::ygen concen- 
tration, and the initial oxygen concentration, respectivel. 


In the first approximation we may write 


= Ë д 1/2. 
Su = constant x т, a be ez (-E/RT )/a (Z -T j) / (10) 
From the relations in Eq. (9) че get: 
a Ὁ fa = (T /T ) ° RT 2/к(т -T ) 
eff eff’ ο o C' ο € ς ο 
(9а) 


Әуе. 
х t 1/% [1 -Ba far, zl 
Since RT," /E(T, -T,) is approximately equal 0.1, Eq. (9a) becomes 


5 2 
Pela, = RT, b .(1-0.9/ó$)/E(T_-T ) (9Ь) 


-9- 


Substituting Eq. (9b) into Eq. (10) leads to the relation 


1 
Su = constant x IO - 0.9/0) exp(-E/RT )/E(T -T )2| 
(10a) 
Hence, for a given combustible mixture and fixed initial tempera- 
ture, T 
2 „71/2 | 
Ѕа = constant | T. b, (1-0. 9/4) exp(-E/RT.)/T. -T.) | (10Ъ) 


By definition 
E N " 
bo [No /(м е + Nay lo (С) 
2 2 2 
where (Sr ) is the total concentration. For any fixed pressure and 
ο 


temperature, (С.т) is a constant and hence Eq. (10b) may be written 


Su = constant x [σαι τὴ (1-0. 9/2 


[No ¡Ap + ы Ny )] 1/2 ехр(-Е/2ЕТ ). (10с) 


Utilizing Eqs. (3) and (4) developed in Section II, we get 


N. / IN. + N. + N,, ) = a/(1 + are) 
2, ғ O, N, 
whence 


Su = constant x [T ¿AT AT] (1-0. g/syi/2 [9/01 ш ατὀ)| 1/2 
хр (-E/2RT ). (104) 
For fixed values of a itis apparent from Eq. (10d) that the acti- | 


vation energy for the global reaction is determined by the relation 
Г 1/2 -0.9/4)172 / 1 
E = -2R Y ln f sa (1 + are) / "(r,-T Y T.0 -0.9/9) ^"]/3Q/T) (11) 


If a is not held constant, then Eq. (11) should be replaced by the 
expression 
E = -2R Ə ln[Su(1 + are) т -т.ут, а1/21-0. 9/9) за /т,) 
(11а) 
Application of Eq. (11) to hydrocarbon-air mixtures will be 


discussed in the following section. 








- 10. 


Ηλ, THE GLOBAL REACTIONS IN RICH HYDROCAR BON- AIR 
WIXTURES, USING THE SEMENOV ECUATION 


Equation (ll) was used for the determination of E by utilizing 
the same data that were employed in Section IA, The results are 
plotted in Figs. 17 through 23 for methane, ethane, propane, pen- 
tane, ethylene, acetylene, and benzene, and the resulting activation 
energies are listed in Table II. In order to find a global activation 
energy which is applicable to all rich hydrocarbon-air mixtures, the 
same technique was used as has been described in Section II. These 
results are plotted in Fig. 24 and give an activation energy of 
87 Kcal/mole. 

The correlation with the experimental data appears to be quite 
good but the activation energy is more than half again as large as 
the 56 Kcal/mole which was obtained using the concept of a second- 
order rate-controlling reaction step proportional to the first power 
of the initial fuel and oxygen concentrations. 

On the basis of the available data it appears justified to con- 
clude that almost any expression for 5u containing the factor 
exp(-E/2RT.) will permit empirical fitting of burning velocities for 


rich hydrocarbon-air flames. 
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IV. GLOBAL REACTIONS IN HYDROCARBON-OXYGEN-NITROGEN 
FLAMES (a Y 0.21) 


Burning velocities for propane-and ethylene-oxygen-nitrogen 
mixtures, for various values of a, have been obtained by Dugger 
and Graab. (xi) These investigators noted that the effect of a on 
burning velocity was predicted, within approximately 5 to 15 per cent, 
by simplified semi-empirical equations based either on a thermal or 
on an active particle diffusion mechanism for energy transfer in 
laminar flame propagation. However, neither theory was found to be 
in accord with an observed linear relation to Su and a. * 

It is of obvious interest to redetermine the global activation 
energies for hydrocarbon flames in which air has been replaced by 
various mixtures of oxygen and nitrogen. The desired correlation сап 
be obtained by utilizing either Eq. (6b) or Eq. (11a). The results of 
these calculations are summarized in the following paragraphs IVA 
and IVB. They show considerably lower global activation energies 
than were obtained for combustible mixtures utilizing air as oxidizer. 
This result suggests that the relation used in Section U, as well as the 
Semenov equation employed in Section III, do not represent a fortunate 
functional form for the laminar burning velocity. However, itis 
possible that additional theoretical studies of laminar flame propaga- 


tion controlled by second-order reaction steps will ultimately yield a 


relation that fits rich hydrocarbon flames with a global activation 


* Dugger and Graab speak only of a linear relation between the maxi- 
mum valve of Su (for a fixed a) aná a. However, it is easily shown 
that the experimental data are in accord with the idea that Su is a 
linear function of a for fixed values of ὁ. Representative data are 
shown in Figs. 25 to 28. 





221272 
energy, which is independent of the amount of inert gas added to the 
combustible mixture. 


IVA. GLOBAL ACTIVATION ENERGY FOR af 0.21, CALCULATED 
FROM EQUATION (6b) 


The experimental data oí Dugger and Graab have been used in 
conjunction with Eq. (6b) to obtain global activation energies. The 
results are plotted in Figs. 29 and 30, respectively, for propane and 
ethylene mixtures with oxygen and nitrogen. 

Reference to Figs. 29 and 30 shows that E is appreciably less 
than 56 Keals/mole, which was obtained from the universal correlation, 
shown in Fig. 15. It is possible that this result has been produced, 
in part, by the fact that the data of Figs. 29 and 30 are restricted to 
maximum burning velocities for fixed compositions and hence to nearly 
stoichiometric mixtures. Nevertheless the discrepancies are so large 
as to suggest that Eq. (6) was not the most fortunate for correlating 
burning velocity data. 


IVB. GLOBAL ACTIVATION ENERGY FOR a Z 0.21, CALCULATED 
FROM THE SEMENOV EQUATION (11) 


The same data which were used in the construction of Figs. 29 
and 30 have been used also, in connection with Eq. (11), to obtain 
Figs. 31 and 32. Comparison of the global activation energies deter- 
mined from Figs. 31 and 32 with the universal correlation shown in 
Fig. 24, again leads to the conclusion that the apparent global activa- 
tion energy is a sensitive function of a. Hence the remarks concerning 


Eq. (6) made in paragraph IVA also apply to the Sernenov equation. 





11. 


111. 


lv. 


vi. 


vii. 


viii. 
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Apparent Activation Energies for the Global Reaction in 


Various Hydrocarbon-Air Flames Assuming a Second- 


Order Rate-Controlling Reaction Step Proportional to 


the First Power of the Initial Fuel and Oxygen Concen- 


trations. 
Hydrocarbon E for Rich Mixtures E for Lean 
(Kcal/mole) Mixtures 
(Kcal/mole) 
Methane 44, 108 32 
Ethane - 10 
Propane 56, 74 0.6 
Pentane - 16 
Ethylene 54 9 
Acetylene 33, 50, 80 - 
Propyne - 18 
2,24 Trimethyl Pentane 34 > 
benzene 58 - 
Rich 56 - 
Lean - 22 
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Table II. 


Figure 


Apparent Activation Energies for the Global Reaction 


in Various Rich Hydrocarbon-Air Flames using the 


Semenov Equation. 


Hydrocarbon (Ke ын өзе) 
Methane 100 
Ethane 75 
Propane 91 
Pentane 60 
Ethylene 74, 30 
Acetylene 53, 90, 117 
Benzene 175 


Summary 87 
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FIGURE 10. PLOT oF In[ioo oL iil vs IOYTe FOR 
ACETYLENE - AIR. FLAMES. (pzl ATMOS, T; ROOM 
TEMPERATURE ) 
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FIGURE 11. PLOT OF In[100Su(1+ anp)/ PT] ув 10/T 
FOR PROPYNE - AIR FLAMES. (p=! ATMOS., J; = 
ROOM TEMPERATURE, DATA FROM REF. 18) 
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FIGURE 12. PLOT OF In[i00 Su(I«on9)/0"*Te] vs. 107 Te 
FOR 2,2,4- TRIMETHYL PENTANE- AIR FLAMES 
(p=1 ATMOS, T¡= 311*K, DATA FROM REF.8) 
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FIGURE 13. PLOT OF іп(006ш(1-олл0)/ 0/21. | vs. 1077 e 
FOR BENZENE - AIR. FLAMES.(p*! ATMOS,, Ti = 
ROOM TEMPERATURE, DATA FROM REF. II ) 
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ORDINATE FOR DIFFERENT FUELS, p=! ATMOS., Tj = ROOM TEMPERATURE) 


FERRE TEE 
W 
Б 


| лү ү 
m | | n 
mI |e 

к 11] 5L 
ο; ων... ΣΝ. 
p @ = Q @ o DO 


a | dol AL | ttt 


E 
Ῥ 
ΟἽ 
ο 
Cn 


n 
THE ACTIVATION ENERGY OF 





- Ethylene (4) 
(1,2) 
- Propane (9) 
- Methane (5) 
- Methane (7) 
- Ethane (11) 
(18) 


- Propane 


- Pentane 


- Propyne (18) 


THE GLOBAL REACTION 


FFERENT CONSTANTS WERE USED ALONG THE 


., T¡= ROOM TEMPERATURE) 






- Ethylene (4) 
- Propane (1,2) 
- Propane (9) 


O 


О 
D 


- Benzene (11) 

- Methane (5) 

~ Methane (7) 
-Ethane (11) 

- Pentane (18) 

- Propyne (18) 
- Acetylene (12) 
- Acetylene (19) 
- Acetylene (14) 


го 


т 

< 

b: 

Ж 
o, i 
"s 


О 
со 





ἃς. 
> 


- 


Oy 








О 
А 
O 
V 
9 
Ç 
5 
. 
А 
& 
v 
Q 





/ 





PL el 
К 


|| Ae 


O 


Constant + In (00 Su (Le oix) Te] 
° 
DA 


AH 


р 
м 

AN 

А 

n 

E 


_| ||| м» 


46 48 50 5,2 5.4 5.6 5.8 6.0 
О Te 
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FOR RICH HYDROCARBON - AIR MIXTURES. (DIFFERENT CONSTANTS WERE USED ALONG THE 
ORDINATE FOR DIFFERENT FUELS, p=! ATMOS., Ti = ROOM TEMPERATURE ) 
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FIGURE 16. PLOT OF Іп(100 5и(1-ол0)/072Тсо| ув 1016 
FOR H,-O,-N, FLAMES. (p=! ATMOS., Ti = 
ROOM TEMPERATURE, DATA FROM REF. 16) 
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FIGURE 17. PLOT OF In |1006ш(7-1)(1»ол)/2/т.(1-0.9/)/2) 
vs IOYT. FOR METHANE-AIR FLAMES. 


(p=! ATMOS., Ti = ROOM TEMPERATURE, DATA 
FROM REF. 5) 
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FIGURE 19. PLOT OF In[i00 Su(T, - (1o) 77 т.(1-09/0)/2) 
vs I07/ Te. FoR PROPANE- AIR FLAMES. 
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FIGURE 20. PLOT OF In[ioo Su(Tc--T2)(I+%A0) Z Tc(I-O.9/0) ° | 
νο 10%/T. FOR PENTANE - AIR FLAMES. 
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FIGURE 21. PLOT OF In[iOO Su(Tc-To)(I +o xQ)” то(1-0.9/)/21 


vs 10*/T. FOR ETHYLENE-AIR FLAMES. 
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FIGURE 22. PLOT oF In[100 Su (Te -To)(1+ arh) ?/ Te (- 0.9/0] 
νο IOY Te FOR ACETYLENE- AIR FLAMES. 
(p=1 ATMOS., Ti = ROOM TEMPERATURE.) 
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FIGURE 23. PLOT оғ Іп|о0654(7-Т(1-се)/2/ той-о 9/2 | 
vs 10% Te FOR BENZENE- AIR FLAMES. 
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FIGURE 24. SUMMARY PLOT OF RICH HYDROCARBON - AIR FLAMES. 
(p=1 ATMOS., Tj = ROOM TEMPERATURE ) 
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FIGURE 25. PLOT OF Su vs & FOR PROPANE - 
OXYGEN - NITROGEN MIXTURES. (p= | 
ATMOS., Ti = 3l! ^K, DATA FROM REF. 9) 
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FIGURE 26. PLOT OF Su vs « FoR PROPANE - OXYGEN- 
NITROGEN MIXTURES (p=! ATMOS., T; = 422 °K, 
DATA FROM REF. 9) 
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FIGURE 27. PLOT OF Su vs ce FOR ETHYLENE - 
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FIGURE 28. PLOT OF Su vs ce FOR ETHYLENE - 
OXYGEN - NITROGEN MIXTURES. (p=! ATMOS., 
Т, = 422 °K, DATA FROM REF. 9) 
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FIGURE 29. PLoT OF In[100 Sumax(l+0a1P)/ PT] vs 10/T¿ FOR 


PROPANE - Op -N, FLAMES. 
(p=1 ATMOS., DATA FROM REF. 9) 
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21 Kcals /mole 
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23 Kcals/mole 
vs IOYT. FOR ETHYLENE - O,-N, FLAMES. 
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FiGuRE 30. PLOT or In[io0 Sumar (1 +01) /8 21, | 


DATA FROM REF. 9) 


(р = | ATMOS., 





11.8 


O- Stoichiometric Mixture, Т; = 311 °К 
@- Rich Mixtures, Ti = 3! °K 

A- Stoichiometric Mixture, Tj = 422 °K 
A- Rich Mixtures, 1 = 422 °K 
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FIGURE 31. PLOT OF In| 100 Sumax (Te - To)(! + arp}? т.о/2(1-0.9/0)72 | 
vs I0% Te FOR PROPANE - O, - N, FLAMES. 
(p=1 ATMOS., DATA FROM REF. 9) 
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) O -Rich Mixtures, Tj 


A - Rich Mixtures, Tj = 





E = 6l Kcals / mole 
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FIGURE 32. PLOT OF In [100 Sumax (To - Planh) Z 
Te V1 -0.970)?] vs 10 Toe FOR ETHYLENE - 
O2 - Nə FLAMES. (p=1 ATMOS., DATA 
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